
Prevents the drain pan from 
overflowing which can cause 
water damage

Slow release Multi-Enzyme 
formulation for the control of biofilm 
in the drain pan for 3-6 months

Prevents bad odours from the 
drain pan  

Total Protection of your Air-Conditioning system...

Environmentally safe for waste 
water discharge

AerisGuard 
HVAC Air-Conditioning 
Condensate Pan-Tablets

Pan-Tablets eliminates biofilm 
formation in drain pans and drain lines 

EPA/DOE Energy Star 
Partner

EPA ApprovedNEA Singapore 
Approved

Proudly formulated and manufactured in Australia

Large

Small

Slimline

Patented Bio-Active Pan-Tablets

TM



The Bio-Active Pan-Tablet has been developed as a 
final complementary product to the AerisGuard suite 
of HVAC products. For total system protection, it is 
recommended that the Pan-Tablet be used in 
conjunction with AerisGuard Coil Cleaner, AerisGuard 
Coil Treatment and AerisGuard Filter Treatment.

AQIS ApprovedNSF Approved TGA ApprovedEPA/DOE Energy Star 
Partner (USA) Approved

HACCP Approved

AESS Co., Ltd 
87/30 Modern Town, Tower B 
Soi Sukhumvit 63 (Ekamai) 
Bangkok 10110, Thailand 
Tel: +66 (0)2 001 7241 
Web: www.aess.solutionsInternational validation of the core AerisGuard  technology

Why?

The Problem

EPA approved

The Solution
AerisGuardTM  Bio-Active Condensate Pan Tablet (BACP) 

BACP prevents the growth of biofilm in the drain 
pan, through the use of specially formulated 
Enzymes and Biocides.

AerisGuard™ Bio-Active Condensate Pan-Tablets 
Multi-Enzyme formulation eliminates biofilm formation 

in drain pans and drain lines

AerisGuard™ Bio-Active Pan-Tablets... the unbeatable solution!

Unique Features and Benefits

Eliminates biofilm formation - In drain pans 
and drain lines reducing the risk of blockage 
and condensate overflow

AerisGuard certification - LEED (Leadership in 
Energy and Environmental Design) compliant 

Tablets are supplied in three sizes - Which can 
be used individually or in multiples to ensure 
adequate system coverage is achieved

ISO 14000 - Environmental management 
compliant 

The AerisGuardTM Bioactive Condensate Pan 
Tablet   - Is an advanced multifunctional 
composition containing specially 
formulated Enzymes and Biocides

Environmentally friendly - BACP is 100%
biodegradable and safe for waste water 
discharge

Drain pan

Primary source of bacterial and fungal contamination

Filter
Coil

Microbial Candida Microbial Rhodotorula

Microbial Aspergillus Microbial Legionella

Bacteria: Slime is a by-product of bacteria which 
occurs naturally in water. Slime can build up and clog 
drain lines, causing the drain pan to overflow. This 
also causes an ideal breeding ground for bacteria, 
including the life threatening Legionella. 

Biofilm contaminated drain pan After cleaning with Drain Pan Tablet

BACP is a timed-
release biocide 
product that sits in 
the condensate 
drain pans of HVAC 
units, coolers and 
freezers, etc.

BACP works for three 
to six months, 
eliminating bacteria 
and slime that lead 
to health, 
maintenance and 
performance 
problems. 

TM




